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Connect with Magnum

Proven Products for Demanding
Applications

For over 50 years, the Magnum name has stood for proven
products, custom solutions, quality commitment and superior
service — core strengths that help build long-term relationships
with our customers.

Magnum quality products support a broad range of electronic

and electrical OEM applications. Our product line offers the

most comprehensive selection of barrier-style terminal blocks

in the industry — as well as:

- North American-style terminal blocks — single row, double
row and tri-barrier

- European-style terminal blocks — PCB mount (spring, cage,
tiered, high current), screwless, and pluggable

- Power distribution blocks — barrier and dead front, splicer,
stud type, multi-line, and power blocks

- Rail and base mount terminal blocks

- DIN rail sectional blocks

-+ Junction blocks — stud type and feed through

- Edge connectors — vertical and right angle mount

MAGNUM

Electronic: Our electronic products, including PCB mountable
North American and Euro-Mag® terminal blocks, are found in a
variety of demanding applications:

+ Industrial and - Telecom
environmental controls - Process logic control (PLC)
+ Instrumentation - Test and measurement

- Security and alarm systems - Power supplies
- Traffic signals and controls - Elevators and conveyors

European-Style PCB Terminal Blocks: Magnum Euro-Mag® blocks come come in a variety

of terminal options to make connections easy and in different wire-entry orientations to
solve wire routing issues. These high high-
current terminal blocks handle up to 115
amps right on the circuit board and are
available in mold-to-length designs to
provide the exact number of poles for a

specific application.
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Terminal Blocks - Single Row

COOPER Bussmann

Series A5000 & Series CB5000
Single Row Terminal Blocks

A50110507

SPECIFICATIONS

Rating: 10A, 300V*

Center Spacing: 0.250” (6.35mm)

Wire Range: #18-30 AWG CU

Screw Size: #3-48 zinc-plated philslot SEMS screws, wire-
ready standard

Torque Rating: 4 Ib-in.

Distance Between Barriers: 0.20” (5.08mm)
Recommended PCB Hole Diameter: 0.062” (1.57mm)
Operating Temperature: 105°C (221°F) max., -40°C CB50220807
(-40°F) min.

Molded Material: Black, UL Rated 94V0 Thermoplastic

Breakdown Voltage: 1600V rms

Agency Information: UL File E62622; CE Certified
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Dimensions - in (mm)

* Max. rating shown; some options may be rated lower — consult factory. o
g g
A5000 Series @ 3
MOUNTING ENDS BARRIER ENDS 2 =
o S
A B A B D —
Mount Overall Pole Overall #3-48 0.250 _pi e = 1=
Centers Length Centers Length screw (6.35) | | = §
P 52
02 0.75 1.06 0.25 0.56
03 1.00 1.31 0.50 0.81
04 1.25 1.56 0.75 1.06
05 1.50 1.81 1.00 1.31 S
06 1.75 2.06 1.25 1.56 s
07 2.00 2.31 1.50 1.81 3
08 2.25 2.56 1.75 2.06 =}
09 2.50 2.81 2.00 2.31 a
10 2.75 3.06 2.25 2.56 =
11 3.00 3.31 2.50 2.81 =
12 3.25 3.56 2.75 3.06 §'
13 3.50 3.81 3.00 3.31
14 3.75 4.06 3.25 3.56
15 4.00 4.31 3.50 3.81
16 4.25 4.56 3.75 4.06 =
17 4, 4.81 4, 4.31
18 4?2 5.86 482 4.26 Mount End Barrier End g
19 5.00 5.31 4.50 4.81 F=
20 5.25 5.56 4.75 5.06 =3
21 5.50 5.81 5.00 5.31 58
22 5.75 6.06 5.25 5.56 . 7]
23 6.00 6.31 5.50 5.81 CB5000 Series E
24 6.25 6.56 5.75 6.06 =
25 6.50 6.81 6.00 6.31
26 6.75 7.06 6.25 6.56 #3-48 -
27 7.00 7.31 6.50 6.81
28 7.25 7.56 6.75 7.06 0.12 {
29 - - 7.00 7.31 (3.0
30 - - 7.25 7.56 o _ ((1)-25(73)

44

* Dimensions in inches. To convert to millimeters, multiply by 25.4.

spleog papiS-auQ
‘s10)93uu09 abp3

L1 1 1

Mount End A Barrier End

0.50
[T (12.7) L
TV Tt zg
0.025 a3
(0.64) 3=
283

For additional product information, visit www.cooperbussmann.com/magnum 1




Terminal Blocks - Single Row MAGNUM

] .
68 Part Numbering System
o
=) '§ Series Terminal Style Base/End Poles Screw Options Options
-
=
= o
Eo
D D
= c
- CclBl5] 1 _l 1 1 11
A5 - standard barrier 01 - handwired 1 - mount end 0210 30 07 - steel SEMS C1t0C8-0.110"QC
CBS5 - closed back 02 - printed circuit 2 - barrier end 02 to 28 on mount std. wire ready L1 to L6 marking options (pg 22)
03 - non feed-thru end base LT1 to LT6 marking options (CB5 only-pg 22)
04 - wire wrap tail MP - mounting plate 0.120" dia

*OJ - over barrier jumper

S1 - single solder lug/flat

S2 - double solder lug/flat (A5 only)
*Contact factory for configuration

EuroMag Series

Terminal Styles Inches (Millimeters)

B ‘
]
S8 :
o= ;
Gl . P b
= 0.40 ! 0.16 B
.E “ (10.2) (4+1) H

— 7 ! X in|[<_0.032
£ e 910 |- b % (0194505)*‘ ‘* f" ©081) 0.045_,] |,
1) (2.54) 012 I 014__, | (1.14)
L g @oy ™ = (3.6) ’

01 02 03

Handwired Circuit Board Non Feed-Thru Wire Wrap Tail
c - . -
£ CB5 Terminal Exit Options Inches (Millimeters)
=
=]
E L
a T
5 i
= l
o 012 !
-8 (3.0)

Exit Rear (std.)

= Screw Options Wire ready screws standard on all terminal styles (Bulk ordering part numbers are in parentheses.)

%)

.

D O

(-1

==

=]

SE

[+

2 07 07

= Steel SEMS Standard
Zinc-Plated Wire Ready

(B001-7035-J)

- 0 . .
g = Hardware Optlons (Bulk ordering part numbers are in parentheses.) Inches (Millimeters)
<
S 9o
“E’ g Jumpers Quick Connects Blade Width 0.110” (For other orientations, contact factory.) Solder Lugs
-7}
33
o P 0.56 (14.3)
D o
S =
=] \{t
C4-J)* »
(6C4-J) $1(581-J)

X on
g 8
S o
2
g &
o O
[N -
C7 (5C7-J) C8 (5C8-J)

S2 (5S52-J)
*N/A on CBS5 Series.

2 For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

COOPER Bussmann

Series A1000 & Series CB1000
Single Row Terminal Blocks

SPECIFICATIONS

Rating: 20A, 250V*

Center Spacing: 0.325” (8.26mm)

Wire Range: #14-22 AWG CU

Screw Size: #6-32 zinc-plated philslot wire-ready screws
with a #2 driving recess.

Torque Rating: 9 Ib-in.

Base: Standoffs are standard on CB1000 Series

for easy flux washing.

Distance Between Barriers: 0.26” (6.6mm)
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A102206
Recommended PCB Hole Diameter: 0.070” (1.78mm)
Operating Temperature: 105°C (221°F) max., -40°C
(-40°F) min.
Molded Material: Black, UL Rated 94V0 Thermoplastic Dimensions - in (mm)
Breakdown Voltage: 1600V . w
Agency Information: UL/CSA; IEC Compliance; A1000 Serles § ‘:"'
CE Certified; UL File: E62622, CSA File: 15364 ) g
*General industrial applications E %
=8
MOUNTING BARRIER & BARRIER s 5
ENDS MOUNTING ENDS -
ONLY ENDS ONLY
A (o] ] (o]
Mount Ctrs. Pole Ctrs. Length —
(=]
H
02 0.98 1.37 0.33 0.72 =
03 1.30 1.69 0.65 1.04 g
04 1.63 2.02 0.98 1.37 =
05 1.95 2.34 1.30 1.69 =3
06 2.28 2.67 1.63 2.02 =
07 2.60 2.99 1.95 2.34 S
08 2.93 3.32 2.28 2.67
09 3.5 3.64 2.60 2.99 ) A Mount Genters "
10 3.58 3.97 2.93 3.32 <————B Pole Centers ————
11 3.90 4.29 3.25 3.64 Mount End Barrier End E
12 4.23 4.62 3.58 3.97 =
13 4.55 4.94 3.90 4.29 = ®
14 4.88 5.27 4.23 4.62 = §
15 5.20 5.59 4.55 4.94 . 23S
16 5.53 5.92 4.88 5.27 CB1000 Series s a
17 5.85 6.24 5.20 5.59 @ '3"
18 6.18 6.57 5.53 5.92 @
19 6.50 6.89 5.85 6.24 =
20 6.83 7.22 6.18 6.57
21 715 7.54 6.50 6.89
22 7.48 7.87 6.83 7.22
23 7.80 8.19 7.15 7.54 ©om
24 8.13 8.52 7.48 7.87 3 &
25 8.45 8.84 7.80 8.19 on @
26 8.78 9.17 8.13 8.52 s 9
27 9.10 9.49 8.45 8.84 23
28 9.43 9.82 8.78 9.17 L w 2
29 9.75 10.14 9.10 9.49 i ] =
30 10.08 10.47 9.43 9.82 L ; S &
31 10.40 10.79 9.75 10.14 Y| 0.52 @ =
32 10.73 11.12 10.08 10.47 0.27 } ! (13.2) ¢
33 11.05 11.44 10.40 10.79 (6.9) Pty
34 11.38 11.77 10.73 11.12 4 | b1
35 - - 11.05 11.44 P , 0.025
36 B - 11.38 n.rr ~————— A Mount Centers 4>|: (0.64)
<« B Pole Centers ———»|

Mount End Barrier End

CERITEVETE
aoueldwo?

* Dimensions in inches. To convert to millimeters, multiply by 25.4.

For additional product information, visit www.cooperbussmann.com/magnum 3




Terminal Blocks:
Single & Double Row

Terminal Blocks:

=
=]
=
=
=2
=
=
2
(=]
1=
]
=
)
[

Edge Connectors, Wire Management

Compliance

EuroMag Series

Base & Rail Mount

Products

One-Sided Boards

References

Terminal Blocks - Single Row MA GNUM

Part Numbering System

Series Terminal Style Base/End Poles Screw Options Options

clelal 1 _ 1 11 1]

A1 - standard barrier 02 - printed circuit 1 - mount end 02 to 36 Blank - std. screws AB & DR - angle mts. (A1 only-pg 5)
CB1 - closed back 03 - non feed-thru 2 - barrier end 02to34onmount 03 - stainless steel B1 to B9 - 0.187” QC (all positions)
04 - wire wrap tail endbase 04 - nickel brass EB - exit back terminals on CB1 w/07 screw
07 - extended pin 07 - steel SEMS & option only
washer (not TJA, JB & JC - barrier jumpers
available with L1 to L6 marking options (pg 22)
hardware options) LT1 to LT6 marking options (CB1 only-pg 22)
09 - brass/nickel-plated SEMS  MP & MT - mounting plates 0.150 dia (pg 5)
Covers - (pg 23) CA - standard captive screw ~ R26 & R45 - right angle bends (A1 only-pg 5)

Terminal Styles Inches (Millimeters)

|

|

0.16
—_— |
' 03: . . T ] ko.?sz ) .
sl T e e T e o | o {8
@e ©6) (1.40) @61
02 03 04 07
Printed Circuit Non Feed-Thru Wire Wrap Tail Extended Pin
Screw Options Wire ready screws standard on all terminal styles
Standard 03 04 07 . 09
Zinc-Plated Steel Stainless Steel Brass Nickel-Plated Steel SEMS Zinc-Plated Nickel-plated Brass Screws
CB1 Terminal Exit Options Inches (Millimeters)

—

X
pe==i 1

1 .275
i (6.98)
T

012 _ ! t

GO

Inches (Millimeters)

Jumpers

 0.33(8.4)

&

VJA (JA1-XX)

£ 0.33(8.4)

“E

1JB (JB1-XX) B6 (1B6-J) * B7 (1B7-J)

.33 (8.4)

<&

fJC (JC1-XX) B9 (1B9-J)

*N/A on CB1 Series.

tContact factory for pole configuration..,

4 For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

o
COOPER Bussmann

Series A1000 & CB1000 "
Single Row Terminal Blocks Continued 2 s
2
=
Mounting Options Inches (Millimeters) % g
E )
ga

Right Angle Bends (A1 only)

Right angle terminals are offered on the A1000 Series. Configurations are
defined in these dimensions: X = pin extension beyond the block base;

Z = length from block base to centerline of the terminal tip. Standard bends
consist of the X and Z dimensions shown in the chart. Specify by adding the
selected Bend Option Code to the terminal part number.

saliag Heyoing

(=]
g
=3
=
5
= w
‘ (minimum) g§
S x
Sa
R26 (04 terminal only) | 0.14 (3.5) 0.09 (2.3) -
R45 (07 terminal only) | 0.33 (8.4) 0.09 (2.3)

Dimensions in inches. To convert to millimeters, multiply by 25.4.

Angle Brackets (A1 only) Drilled Right Angle (A1 only)

uonnquisiq 1amod

=

T 0.144 HOLE \ @

0320— w/0.312 C' BORE g =

2 3

s &

Option AB Option DR 73 GED

Angle brackets enable block to be fastened Counterbored holes across mount ends of @

at right angles to normal mount position. block enable fastening with two screws at =
Bulk part number 1AB-J. right angles to normal mount position.

i ©om
-
Mounting Plates 3 e
7] @
=3 [}
(=]
A oS
MOUNTING = =
PLATE 1HIE we S Q
HE =]
24
— & &
=
il owmr
_—

Options MP & MT

MP Metal inserts with 0.150” (3.8) dia. hole
accept

#6 screw. MT Metal inserts with tapped
hole accept #6-32 screw.

Bulk part numbers 1MP-J & 1MT-J.

CERITEVETE
aoueldwo?

For additional product information, visit www.cooperbussmann.com/magnum 5




Terminal Blocks - Single Row MA GNUM

Series A2000, LP2000 & CB2000
Single Row Terminal Blocks

A20510807WR
SPECIFICATIONS

Rating: A2:  30A, 300V*

LP2: 30A, 150v*

CB2: 30A, 300V~
Center Spacing: 0.375” or 3/8” (9.52mm)
Wire Range: #12-22 AWG CU
Screw Size: #6-32 zinc-plated philslot LP202110
Torque Rating: 9 Ib-in.
Base: Standoffs standard for easy flux washing
Distance Between Barriers: 0.32” (8.1mm)
Recommended PCB Hole Diameter: 0.076” (1.93mm)
Operating Temperature: 105°C (221°F) max., -40°C (-40°F) min.
Molded Material: Black, UL Rated 94V0 Thermoplastic
Breakdown Voltage: 3400V (A2 & LP2); 4100V (CB2).
Agency Information: UL File E62622, CSA File 47235;

Terminal Blocks:
Single & Double Row

7
>
=
@S
(7]
>
<
=
S
=
S
(]

4 E IEC Compliance; CE Certified CB20210507
4
S § *30A Rat!ng aclhieved‘ with a #10 copper wire crimped to a ring terminal.;
o = 20A Rating without ring terminal. Dimensions - in (mm)
[~
=
= A2000 & LP2000 Series
= 0
K MOUNTING BARRIER & BARRIER
ENDS MOUNTING ENDS
ONLY ENDS ONLY 015
A (o] ] (o] (3.8)
= Mount Ctrs. Pole Ctrs. Length g -1
(=]
=
= 02 1.13 1.56 0.38 0.81
B 03 1.50 1.93 0.75 1.18
a 04 1.88 2.30 1.13 1.56
5 05 2.25 2.68 1.50 1.93
z 06 2,63 3.06 1.88 2.31 . |
£ 07 3.00 3.43 2.25 2.68 i\ 0.76 (19.3)
08 3.38 3.81 2.63 3.06 $ ! 0,565 (14.35)
09 3.75 418 3.00 3.43 040 e P00 |
10 413 4.56 3.38 3.81 (10.2) InEInuInn]
= 11 4.50 4.93 3.75 4.18 1 U U 1 1
S 12 4.88 5.31 413 4.56 yoouo 0.02
5o 13 5.25 5.69 4.50 4.93 -
5% 14 5.63 6.06 4.88 5.31 <A Mount Centers ———— (03)
58 1 | 628 S8 565 506 T e ]
% [-m 17 6.75 718 6.00 6.43 Mount End Barrier End
= 1o | 750 755 875 o8
20 7.88 8.31 7.13 7.56 CB2000 Series
21 8.25 8.68 7.50 7.93 0375__, ..
22 8.63 9.06 7.88 8.31 (9.53) 1 | |
s 8 23 9.00 9.43 8.25 8.68 0.19 b b —
&5 24 9.38 9.81 8.63 9.06 48] c OB o o g
e 2 25 9.75 10.18 9.00 9.43 2 110 iR ‘1)'772
g5 26 10.13 10.56 .38 9.81 Nl A RIA | (17.8)
=] 27 10.50 10.93 9.75 10.18
& 28 10.88 11.31 10.13 10.55
S b 29 11.25 11.68 10.50 10.93
S 30 11.63 12.05 10.88 11.31
31 - - 11.25 11.68
32 - - 11.63 12.05

* Dimensions in inches. To convert to millimeters, multiply by 25.4.

«—————— A Mount Centers ————— (0.5)

Compliance
References

'«—— B Pole Centers —————»

Mount End Barrier End

|
6 For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

COOPER Bussmann

Series A2000 & LP2000
Single Row Terminal Blocks

Part Numbering System

Series Terminal Style Base/End Poles Screw Options Options

LPlz2l _ 1 11 1

A2 - standard barrier 01 - handwired 0 - flat base/molded 02 to 32 Blank - std. screw AB - angle mnt. options (pg 9)
LP2 - low profile 02 - printed circuit mount end 02 to 30 onmount 00 - screws shipped bulk A1 to A9 - 0.250"QC
barrier 03 - non feed-thru 1 - flat base/mnt. end end base 03 - stainless steel B1to B9 -0.187"QC
04 - wire wrap tail 2 - flat base/barrier end 04 - brass nickel-plated DR - drilled right angle (pg 9)
05 - extended handwired 3 - insulator base/mnt. end 07 - steel SEMS TJA, JB & JC - barrier jumpers
06 - handwired 4 - insulator base/ (not available L1 to L6 marking options (pg 22)
07 - extended pin barrier end with hardware options) MP, MP8 & MT mounting plates (pg 9)
08 - printed circuit 5 - closed base/ 09 - brass SEMS TOJ2 & OJ4 - over barrier jumpers (not
09 - 0.250" QC short mount end nickel-plated available w/covers)
10 -0.187°QC 6 - closed base/ (not available with RC - retaining clips (pg 9)
14 - printed circuit molded mount end hardware options) R30 to R77 - right angle bends (pg 9)
19 - 0.250" QC long 9 - insulator base/ CA - captive screw SO - stand off insulators (pg 9)
molded mount end WR - wire ready S1 - solder lug/flat
Base/End Note: 0, 6, (not available on LP2

9 styles not available series) Covers - (pg 23)

with covers. 5 & 6
Styles only available
with 03 terminals.
tContact factory for configuration..

Terminal Styles Inches (Millimeters)

# Y G i
-l T sl ke R
01 02 03 04
Handwired Printed Circuit Non Feed-Thru Wire Wrap Tail

< T

f U
0.66
(16.8)

'

0.031 t ‘
(o.79r" ‘* g

0.062
0.032 ™~
0.031 0.10 01)55*‘ ‘« 0_143\ 081 ‘ (1.57)
(0'.79)*‘ ‘* *{ ‘*(2'_79) (1.40) (3.6) 1
05 07 08
Extended Handwired Extended Pin Printed Circuit

agon

I é_’-'z'j_-l JPe
- =
0.40 LN
(10.2) o —
0031, ||, _| [«_0.062
il T il o A
09 10 14 19
0.250” QC short 0.187"QC Printed Circuit v0.250" QC long

For additional product information, visit www.cooperbussmann.com/magnum 7
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Terminal Blocks:

Wire Management Power Distribution

Edge Connectors,

@
)
=

o

=
£
S

o

EuroMag Series

Base & Rail Mount

Products

One-Sided Boards
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Terminal Blocks - Single Row Ml\‘ GNUM

Series A2000 & LP2000
Single Row Terminal Blocks Continued

04 07 09 WR

Standard 03
zinc-plated Steel Stainless Steel Brass Steel SEMS Brass SEMS Wire Ready
Nickel-Plated Nickel-Plated

Hardware Options (Bulk ordering part numbers are in parentheses.) Inches (Millimeters)

Solder Lugs Jumpers Quick Connects
Blade Width A = 0.250” Blade Width B = 0.187”

0.68 (17.3)
/{ /0.33 (8.4)
‘\ﬂ’e .
S 7 \ =
4 (21.2) %
< a
S1 TJA t0J2
(251-J) (JA2-XX-J) (0J2-J)
 0.33(8.4)
>>
TJB t0J4
(UB2-XX-J) (0J4-J)
<‘_/0.33 (8.4)
TJc A7 & B7 8 & B8
tContact factory for configuration. (JC2-XX-J) (2A7-J & 2B7-J) (2A8-J & 2B8-J)
Base/End Options Inches (Millimeters)
\
R B B | B
t 4
tee RISl
- 080 (a57) ‘
i t
L 0.150 & (3.8)

mounting holes (2)

~|  |+0.218 (5.54)

SECTION A-A SECTION B-B
0,6&9 1,3&5
Molded Mount End Mount End

8 For additional product information, visit www.cooperbussmann.com/magnum



Terminal Blocks - Single Row

COOPER Bussmann

Series A2000 & LP2000
Single Row Terminal Blocks Continued

Mounting Options

Right Angle Bends (A2, LP2 only)

Right angle terminals are offered on the A2000 & LP2000 Series.
Configurations are defined in these dimensions: X = pin extension beyond the
block base; Z = length from block base to centerline of the terminal tip.
Standard bends consist of the X and Z dimensions shown in the chart.
Specify by adding the selected Bend Option Code to the terminal part

Moy 3jqnoq %3 9|6uls
1$)00]g [eulwia)

07 Terminal Bend Configurations

number.

04 Terminal Bend Configurations

Available

w/insulator = =
base 8 3
0 =
DD
Bend Available R30 0.04 0.55 Yes 2 e
Option w/insulator R35 0.01 0.50 Yes =0o
Code (minimum) R36 0.02 0.49 Yes g2
R42 0.08 0.43 Yes ERg

R46 0.12 0.39 Yes

R30 0.04 0.28 No R50 0.16 0.35 No

R35 0.01 0.23 No R53 0.19 0.32 No
R36 0.02 0.22 No R66 0.32 0.19 No -
R39 0.05 0.19 No R69 0.35 0.16 No =]
R42 0.08 0.16 No R75 0.41 0.10 No g
R46 0.12 0.12 No R77 0.43 0.08 No a
R48 0.14 0.10 No =
R50 0.16 0.08 No =
(=2
Dimensions in inches. To convert to millimeters, multiply by 25.4. E-
(=]
=

Angle Brackets (A2, LP2 only)

11 I
Ey

=N
b
=3
&

0.32— — 1

Option AB
Angle brackets enable block to be fastened
at right angles to normal mount position.

Bulk part number 2AB-J. right angles to normal mount position. g g
A ®
Mounting Plates Standoffs Retaining Clip = §
a5
| g3
Ay we S §
el MPe @ ¥
A=
N /‘ s
‘——\—é,;‘,-\-'MT ’w\_s\ RETAINING CLIP
STANDOFF
Options MP, MP8 & MT Option SO Option RC

MP Metal inserts with 0.150” dia. hole
accept #6 screw. MP8 Metal inserts with
0.187” dia. hole accept #8-32 screw. MT
Metal inserts with tapped hole accept #6-32
screw.

Drilled Right Angle (A2, LP2 only)

0.144 HOLE
w/0.312 C' BORE

Option DR
Counterbored holes across mount ends of
block enable fastening with two screws at

Standoff mounts are tubes molded to the
mounting positions. Available with insulator
bases only.

Use on standoff tubes. Fit panels up to
0.125” thick. Two clips for every five
positions. Supplied unassembled. Bulk part
number H541-J.

For additional product information, visit www.cooperbussmann.com/magnum 9
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Terminal Blocks:

Wire Management Power Distribution

Edge Connectors,

@
)
=
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o

EuroMag Series

Base & Rail Mount

Products

One-Sided Boards
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Terminal Blocks - Single Row MA GNUM

Series CB2000
Single Row Terminal Blocks

Part Numbering System

Series Terminal Style Base/End Poles Screws Options
CB2 - closed back 01 - handwired 1 - mount end 02 to 32 03 - stainless steel *AB - angle mounting brackets (pg 11)
02 - printed circuit 2 - barrier end 021t030onmount 04 - brass nickel-plated A7 to A9 - 0.250” QC
03 - non feed-thru end base 07 - steel SEMS B7to B9 - 0.187” QC
07 - extended pin standard EB - exit back terminals
14 - printed circuit 09 - brass SEMS EF - exit front terminals
22 - dual tail printed circuit nickel-plated 1tJA, JB & JC - barrier jumpers
CA - captive screw L1 to L6 marking options (pg 22)

07CA - SEMS captive LT1 to LT6 marking options (pg 22)
1OJ2 & OJ4 - over barrier jumpers
MP, MP8, MT & MT8 mtg. plates (pg 11)
S1 - solder lug/flat

*Only available on 3-poles and up.
tContact factory for configuration.

Terminal Styles Inches (Millimeters)

f

0.045_, | ). -79) ¢ |
—t P # S F
0.0624»‘ ‘« 0. | 043 |

(1.57) . (10.9)
01 02 03 07 14 22
Handwired Printed Circuit Non Feed-Thru Extended Pin Printed Circuit Dual Tail
Available on Mount Printred Circuit
End (1) only.

Screw Options (Bulk ordering part numbers are in parentheses.)

O R

Stainless Steel Brass Steel SEMS Brass SEMS
(F507-J) nickel-plated zinc-plated nickel-plated
(F506-J) (BOO1-7084-J) (F524-J)

* NOTE: Wire ready screws standard on all terminal styles.

CB2 Terminal Exit Options Inches (Millimeters)

S e =]

e P pe=iH S
i | i 0.255
' : ! (6.48)
T T T T

a3 e
|
Exit Rear (std.) EF Exit Front EB Exit Back

10 For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

COOPER Bussmann

Series CB2000
Single Row Terminal Blocks

Hardware Options (Bulk ordering part numbers are in parentheses.) Inches (Millimeters)

1S)90]g [eUILLIaL

Moy 3jqnoq %3 9|6uls

Solder Lugs Jumpers Quick Connects
Blade Width A = 0.250”. Blade Width B = 0.187”.

0.68 (17.3)
\‘/’Q - 0.33(8.4) —
P = s
S5 7 NG 8
0.84 (21.2 \ =
\ 212 / 0 5
S1 tJA t0J2 A7 & B7 A8 & B8 A9 & B9 %
(281-J) (JA2-XX-J) (0J2-J) (2A7-J & 2B7-J) (2A8-J & 2B8-J) (2A9-J & 2B9-J) c:;
w
/0.33 (8.4)
% w
-]
tJB § e
JB2-XX-J =
( ) : E.
/0.33 (8.4) = E
~. g [=)
\@ 58
S 2
—
( JC;—J)?X- J) tContact factory for configuration.
ounting Options Inches (Millimeters)

Right Angle Mounting Bracket

o
S
s
@
=
=
@
=
=+
=3
=
=4
5]
=

End Positions
usable

f 0.71 :
Snap-in Angle Bracket r“a_o) —ﬂ Chassis

N

mounting
screw & nut
(Customer
supplied.)

Exit Back (EB)

s1onpoid
juawabeuey alm

Terminals
024 . 1| <~-la
\ .- (6.1) 0.42
ngle — . 0. -
Bracket (10.7)

Mounts blocks on PC boards at a right angle. Option AB

e Protects solder joints.

¢ Recommended for all EB (Exit Back) PCB terminal blocks.
e Bracket snaps securely on block (no hardware required).
e Minimum strip length (end positions are usable).

e Mount with #6-32 or #8-32 screws (not supplied).

spleog papiS-auQ
‘s10)93uu09 abp3

Mounting Plates

AL ] Options MP, MP8, MT & MT8
mpP MP Metal inserts with 0.150” dia. hole accept #6 screw.

i P MP8 Metal inserts with 0.187” dia. hole accept #8-32 screw. 28

MT Metal inserts with tapped hole accept #6-32 screw. @ .E

1=l MT8 Metal inserts with tapped hole accept #8-32 screw. S5

= QS

il T 8 o

oG = o

For additional product information, visit www.cooperbussmann.com/magnum 11
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Terminal Blocks - Single Row

Series A3000, LP3000 & CB3000
Single Row Terminal Blocks

A31940707WR

SPECIFICATIONS
Rating: AS3: 30A, 600V* #12-22 AWG

LP3: 30A, 150V #12-22 AWG

CB3: 30A, 600V #12-22 AWG
Wire Range: #12-22 AWG CU
Center Spacing: 0.437” or 7/16” (11.10mm)
Screw Size: #6-32 zinc-plated philslot screws.
Torque Rating: 9 Ib-in.
Base: Standoffs standard for easy flux washing.
Distance Between Barriers: 0.32” (8.1mm)
Recommended PCB Hole Diameter: 0.076” (1.93mm)
Operating Temperature: 105°C (221°F) max., -40°C
(-40°F) min.

g
(]
L
C @
S =
=]
= E
T O
.Eea
§3
= c
7]

LP301105

EuroMag Series

12

Molded Material: Black, UL Rated 94V0 Thermoplastic CBa1420807
_ Breakdown Voltage: 3500V (A3 & LP3); 8200V (CB3)
% 2 Agency Information: UL File E62622, CSA 47235;
S = IEC Compliance, CE Certified . . .
Q= Dimesions - in (mm)
25
E 0] *30A Rating achieved with a #10 copper wire crimped to a ring terminal; A3000 & LP3000 Series
2 & 20 Rating without ring terminal. 0.437 .
-] (11.10)
0.15 / /& i
WA aSlaslE etz Iasl] oss
= MOUNTING BARRIER & BARRIER || [EE ] e
= ENDS MOUNTING ENDS / / —
E ONLY ENDS ONLY t
= A B c c
a Mount Ctrs. Pole Ctrs.
— Mount End Barrier End
";’ 02 1.31 1.73 0.43 0.98
o 03 1.75 217 0.87 1.43
04 2.18 2.61 1.31 1.87
05 2.62 3.05 1.75 2.31
06 3.06 3.48 2.18 2.75
- 07 3.50 3.92 2.62 3.18
s 08 3.93 4.36 3.06 3.62
= 09 4.37 4.80 3.50 4.06 - A Mount Centers —— = 0.02
32 10 4.81 5.23 3.93 4.50 . B Pole Centers . (0.5)
= = 11 5.25 5.67 4.37 4.93 )
< E 12 5.68 6.11 4.81 5.37 Mount End Barrier End
=5 13 6.12 6.55 5.25 5.81
2 14 6.56 6.98 5.68 6.25 .
= 15 7.00 7.42 6.12 6.68 CB3000 Series
16 7.43 7.86 6.56 712 0437 ‘
18 8.31 8.73 7.43 8.00 ! ! L
- @ 19 8.75 9.17 7.87 8.43 0.19 J . B
£E 20 9.18 9.60 8.31 8.87 (4.8) N —
£8 21 9.62 10.05 8.50 9.31 o 1 EA 0.70
g @ 22 10.06 10.48 9.18 9.75 | (17.8)
5 B 23 10.50 10.92 9.62 10.18 N ) m— I 1 I
32 24 10.93 11.36 10.06 10.62 0.32 4 [ }
e ?‘, 25 11.37 11.80 10.50 11.06 (8.1)
S = 26 11.81 12.23 10.93 11.50 (o]
wo 27 - - 11.37 11.93 )
28 - - 11.81 12.37 Barrier End ¢
Dimensions in inches. To convert to millimeters, multiply by 25.4. 0.61
! ! (15.5) ¢
83 ‘ S
£8 I
S g 0.02
g @ r¢———— A Mount Centers —————————» (0.5)
o oo
t«—— B Pole Centers ———————— i

Mount End Barrier End

For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

COOPER Bussmann

Series A3000 & LP3000
Single Row Terminal Blocks

Part Numbering System

Series

A3l
Llpl3]

AS - standard barrier
LP3 - low profile
barrier

Terminal Style

]

01 - handwired
02 - printed circuit
03 - non feed-thru
04 - wire wrap tail
05 - extended
handwired
06 - handwired
07 - extended pin
08 - printed circuit

09 - 0.250 QC short

10 -0.187QC
14 - printed circuit
19 - 0.250 QC long

ready (A3 only)

Terminal Styles

Base/End
(Views pg. 15)

_ 1

1 - flat base/mnt.end 02 to 28
2 - flat base/barrier end 02 to 26 on mount
3 - insulator base/ end base
mnt. end
4 - insulator base/
barrier end
*5 - closed base/
mount end

Poles

*Base/End Note: 5 Style only available
with 03 terminals.

Screw Options

1]

Blank - std. screw
00 - screws shipped bulk
03 - stainless steel
04 - brass nickel-plated
07 - steel SEMS
zinc-plated
(not available with
hardware options)
09 - brass SEMS
nickel-plated
(not available with
hardware options)
07WR - steel SEMS wire
ready (A3 only)
CA - captive screw

Options

.

AB - angle mnt. options (pg 15)

A1 to A9 - 0.250" QC

B1to B9 - 0.187" QC

DR - drilled right angle (pg 15)

1J201 - flat slip-on jumper

L1 to L6 marking options (pg 22)

MP, MP8 & MT mounting plates (pg 15)
T0J3, OJ5 & OJ7 - over barrier jumpers
RC - retaining clips (pg 15)

R30 to R77 - right angle bends (pg 15)
SO - stand off insulators (pg 15)

S1 - solder lug/flat

tContact factory for configuration.

Inches (Millimeters)

S T
vk L
0.20 'U'
0.55 R () B
(140 0.031»‘ ‘« t »‘ ‘«o‘osz 0.30
$H T ‘ ‘ (0.79) (1.57) (7:6)
0.031 0110 _
S~ - |4 0.031, || *‘ ‘«0_062 ' 0410 0031 ||, t ‘ ‘ 0.11
@79 (0.79) H T (157) 3)?7391)*‘ ‘* *‘ ‘*(2_79) (0-79T'H (2.79)
01 02 03 04 05 06
Handwired Printed Circuit Non Feed-Thru Wire Wrap Tail Extended Handwired Handwired
55
. :::i"" |
== .
fackaa f ! ] i 033 o
=== [ vk ! e [ 0.41
i i ™7 - 0.72 (104)
| l . 0.42 _— i (18.3)
X (10.7) 0.031_ ||, t | |«-0.062 0.31 T
§ 0.40 ° (0.79) 0.125 (1.57) (7.9) l
(10.2) i (3:2) I B
0.031 ° 0.031 0.187
(0.79) g ©79) 7|+ ™ [T@s) 0.031 H ‘ 0.250
0.031 . : . - —| |— — 0.
so |l ~|-az sl 1 |00 ©79) 59)
07 08 09 10 14 19
Extended Pin Printed Circuit 0.250" QC Short 0.187"QC Printed Circuit 0.250" QC Long

03 04 07 09

Standard
Zinc-Plated Steel

Stainless Steel

Brass Steel SEMS
Nickel-Plated Zinc-Plated
(F523-J)

Brass SEMS
Nickel-Plated

&

07WR
Wire Ready
(A3 only)

For additional product information, visit www.cooperbussmann.com/magnum

13

Moy 3jqnoq %3 9|6uls

Junoj\ |iey '3 aseg
:$)90]g |euIwIa)

spieog papis-augQ sjonpoid
juawabeuely aim

CERITEVETE
aoueldwo?

m
o
=
o
=
2
«
(7]
[5-]
=13
(3]
«

1S)90]g [eUILLIaL

uonnquisiq 1amod

‘s10)93uu09 abp3




Terminal Blocks:
Single & Double Row

Terminal Blocks:
Base & Rail Mount

=
=]
=
=
=2
=
=
2
(=]
1=
]
=
)
[

Edge Connectors, Wire Management

Compliance

EuroMag Series

Products

One-Sided Boards

References

Terminal Blocks - Single Row MA GNUM

Series A3000 & LP3000
Single Row Terminal Blocks Continued

Hardware Options (Bulk ordering part numbers are in parentheses.) Inches (Millimeters)

Solder Lugs Jumpers Quick Connects
Blade Width A = 0.250” Blade Width B = 0.187”

/og (17.3)
~d e < %@
‘ 7 %

0.34 (21.2)

o < 1043 A2 & B2 A3 & B3
(251-0) 1J201 (0J3-J) J&
Flat slip-on
(J201-4)

&
tContact factory for pole configuration. (0J5-J) (2A7-J & 2B7-J) (2A8-J & 2B8-J)

Base/End Options Inches (Millimeters)

B | B
t !
[of
0.150 @ (3.8)

mounting holes (2)

SECTION B-B

1, 3 & 5 Mount End

|
14 For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

Series A3000 & LP3000

Single Row Terminal Blocks Continued

Mounting Options

Right Angle Bends (A3, LP3 only)

Right angle terminals are offered on the A3000 & LP3000 Series.
Configurations are defined in these dimensions: X = pin extension beyond the
block base; Z = length from block base to centerline of the terminal tip.
Standard bends consist of the X and Z dimensions shown in the chart.
Specify by adding the selected Bend Option Code to the terminal part
number.

04 Terminal Bend Configurations

0.144 HOLE

COOPER Bussmann

Inches (Millimeters)

07 Terminal Bend Configurations

Available
w/insulator

R30 0.04 0.55 Yes
R35 0.01 0.50 Yes
R36 0.02 0.49 Yes
R50 0.16 0.35 No
R53 0.19 0.32 No
R66 0.32 0.19 No
R69 0.35 0.16 No
R75 0.41 0.10 No
R77 0.43 0.08 No

Dimensions in inches. To convert to millimeters, multiply by 25.4.

Drilled Right Angle (A3, LP3 only)

Available
w/insulator
(minimum)
R30 0.04 0.28 No
R35 0.01 0.23 No
R36 0.02 0.22 No
R39 0.05 0.19 No
R42 0.08 0.16 No
R46 0.12 0.12 No
R48 0.14 0.10 No
R50 0.16 0.08 No
Angle Brackets (A3, LP3 only)
\ o
04377} |
. Phes
TN <>
._t E[ 0.45 \‘\%\
t
0.32— —

Option AB
Angle brackets enable block to be fastened
at right angles to normal mount position.

Bulk part number 2AB-J.

Mounting Plates

Options MP, MP8 & MT

MP Metal inserts with 0.150” dia. hole
accept #6 screw. MP8 Metal inserts with
0.187” dia. hole accept #8-32 screw. MT
Metal inserts with tapped hole accept #6-32
screw.

w/0.312 C' BORE

Option DR

Counterbored holes across mount ends of
block enable fastening with two screws at
right angles to normal mount position.

Standoffs Retaining Clip
‘0 o
STANDOFF <<~ RETAINING CLIP
Option SO Option RC

Standoff mounts are tubes molded to the
mounting positions. Available with insulator
bases only.

Use on standoff tubes. Fit panels up to
0.125” thick. Two clips for every five
positions. Supplied unassembled. Bulk part
number H541-J.

For additional product information, visit www.cooperbussmann.com/magnum
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Terminal Blocks - Single Row MA GNUM

Series CB3000

3
e Single Row Terminal Blocks
23
=3
g (=]
ES Part Numbering System
=)
= e
7]
Series Terminal Style Base/End Poles Screws Options
2 clelal ] _l 1 A1
2
3 CB3 - closed back 01 - handwired #6-32 screw 1 - mount end 021t0 28 07 - steel SEMS AB - angle mounting brackets (pg 17)
> 02 - printed circuit #6-32 screw 2 - barrier end 02 to 26 on mount (standard) A7 to A9 - 0.250" QC
= 03 - non feed-thru #6-32 screw 5 - closed base/ endbase 09 - brass SEMS B7to B9 - 0.187" QC
2 07 - extended pin #6-32 screw mount end nickel-plated EB - exit back terminals
@ 14 - printed circuit #6-32 screw CA - SEMS captive L1 to L6 marking options (pg 22)
51 - handwired #8-32 LT1 to LT6 marking options (pg 22)
52 - printed circuit #8-32* TOJ3 & OJ7 - over barrier jumpers
53 - non feed-thru #8-32* MP, MP8, MT & MT8 mtg. plates (pg 17)
57 - extended pin #8-32* S1 - solder lug/flat
64 - printed circuit #8-32* Covers - (pg 23)
*Note: #8-32 screw is a special Base/End Note: 5 Style only available
with #6-32 head. with 03 terminals.

tContact factory for configuration.

Terminal Blocks:
Base & Rail Mount

Terminal Styles Inches (Millimeters)

A o3 .
= B L e et
S i ey i =
g - o4 — C b
=2 0.40 ! I : 0128 [
= i | o [ s
am— | . = = | 0.045 | | ' (0.79)
a ! f i ]<0.031 e S— . —‘—r (1.14) 018_| ‘k
= e N o |l o
(5] (4.6) 46" (1.57) 018 ., |«
S (4.6)
£
01 02 03 07 14
Handwired #6-32 screw Printed Circuit #6-32 screw Non Feed-Thru #6-32 screw Extended Pin #6-32 screw Printed Circuit #6-32 screw
51 52 53 57 64
#8-32 screw #8-32 screw #8-32 screw #8-32 screw #8-32 screw

Available on Mount End (5) only.

Screw Options
07 09

Wire Management
Products

Steel SEMS Brass SEMS
Zinc-Plated Nickel-Plated
(standard)

* NOTE: Wire ready screws standard on all terminal styles.

Edge Connectors,
One-Sided Boards

CB3 Terminal Exit Options Inches (Millimeters)

N1

(L1 i 0.255
[—Rx] ' (6.48)
< = T
= o 0.18
S = 46)
£ i
o .
oo Exit Rear (std.) EB

Exit Back

16 For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

COOPER Bussmann

Series CB3000
Single Row Terminal Blocks Continued

Hardware Options (Bulk ordering part numbers are in parentheses.) Inches (Millimeters)

Moy 3jqnoq %3 9|6uls
1$)00]g [eulwia)

Solder Lugs Jumpers Quick Connects
Blade Width A = 0.250”. Blade Width B = 0.187”.

0.68 (17.3)

/< m
s . % ) 5
7
4 (21.2) %
< a
1J201 o
S1 Flat slip-on A7 & B7 A8 & B8 ¢
(281-J) (J201-J) (2A7-J & 2B7-J) (2A8-J & 2B8-J) =
w
-]
)
® 3
0 =
= D
w2
= =y
[=]
g8
S [
‘tContact factory for pole configuration.
S
Mounting Options Inches (Millimeters) S
=]
2
Right Angle Mounting Bracket =
End Positions Shanin Angle Brack 0.71 Chassi g’
usable nap-in Angle Bracket (18.0) oral!-’SCSIBS =
~=A ; N / #6 or #8
. } - mounting
LJ J LJ ! T | screw & nut
0.79 ! (Customer
L : (20.1) T supplied.) §
“1 2 4 (?142) -] &
} k (EB) {) e iHH 0 ' 35
xit Bac ) - " - B Nl L L1 L1 L1 LY L1 LI oS
Terminals U 58
\ 024 _,| 1| N 73 CBD
Angle © 0.42 s
Bracket "oy T =
Mounts blocks on PC boards at a right angle. Option AB
® Protects solder joints.
¢ Recommended for all EB (Exit Back) PCB terminal blocks. ©om
. = Q0
e Bracket snaps securely on block (no hardware required). ]
e Minimum strip length (end positions are usable). L s
* Mount with #6-32 or #8-32 screws (not supplied). § =
=
ge
Mounting Plates 3 s
n L
2> A1 | e
£ — i1l mps
< @ = Options MP, MP8, MT & MT8
b ’\/ L= MP Metal inserts with 0.150” dia. hole accept #6 screw.
‘ q o MT MP8 Metal inserts with 0.187” dia. hole accept #8-32 screw.
MOUNTING /* == === uts  MT Metal inserts with tapped hole accept #6-32 screw.
PLATE J

MT8 Metal inserts with tapped hole accept #8-32 screw.

CERITEVETE
aoueldwo?
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Terminal Blocks:
Single & Double Row
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Terminal Blocks - Single Row Ml\‘ GNUM

Series A38 / B38
Single Row Terminal Blocks

SPECIFICATIONS
Rating: A38: 30A, 600V

B38: 50A, 300V
Center Spacing: 0.437” (11.10mm)
Wire Range: A38: #10-22 AWG CU; B38: #8-16 AWG
Screw Size: #8-32 zinc-plated steel
Torque Rating: A38: 9 Ib-in; B38: 15 Ib-in for #8, 9 Ib-in for #6
Base: A38 Only: Standoffs standard for easy flux washing
Distance Between Barriers: 0.378” (9.60mm)
Recommended PCB Hole Diameter (A38): 0.076” (1.93mm)
Operating Temperature: 221°F (105°C)
Molded Material: Black, UL Rated 94V0 Thermoplastic
Breakdown Voltage: 5000V
Agency Information: UL File E62622, CSA File 47235;
CE Certified

A382208

B384904

TABLE A Dimensions - in (mm)

MOUNTING BARRIER Series A38
ENDS ONLY ENDS ONLY A

Dim. PR ——

Length

B
Mount

B HA” HA”
Mount Ctrs. Dim. Length Dim. Length

Centers
02 1.31 1.67 0.93
03 1.75 2.10 1.37 sh
04 2.19 2.54 1.81 03]
05 2.62 2.98 2.25 HOLE ;
06 3.06 3.41 2.68 SIZE
07 3.50 3.85 3.12 25.0[20.20]
08 3.93 4.29 3.56 a1
09 4.37 4.72 3.99 [0_5517
10 4.81 5.16 4.43
11 5.24 5.60 4.87
12 5.68 6.04 5.30
13 6.12 6.47 5.74 s
14 6.56 6.91 6.18 } [
15 6.99 7.35 6.61 i
16 7.43 7.78 7.05

* Dimensions in inches. To convert to millimeters, multiply by 25.4. 8.0 H

[0.317 |

~—19.7 —
[0.78]

Series B38 et
B

Mount
Centers

13.0
[0.51]

8.0 _|
[0.31]
15.0
[0.59]

18 For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

o

GOOPER Bussmann
Part Numbering System
Series Terminal Style Base/End # of Poles Screw Options Options
Alzle] ] _l I 1
0-0.187°QC 1 -flat base, 02t0 16 Blank - standard screw L1 to L6 marking options (pg 22)
1 - hand wired mount end (steel zinc-plated, RC - retaining clips (pg 15)
2 - printed circuit 2 - flat base, philslot BHMS) Covers - (pg 23)
7 - extended wire wrap barrier end 04 - brass, nickel-plated,
9-0.250" QC 3 - insulator base* philslot BHMS
mount end 07 - steel, SEMS zinc-plated
4 - insulator base* philslot screw
barrier end 92 - steel, zinc-plated

slotted BHMS
94 - brass, nickel-plated

*N/A on 2 terminal style. slotted BHMS (Binding Hard Machine Screw)
Bl3le] || _ I 1

1 - long turret 0 - flat base, 0210 16 Blank - standard screw steel L1 to L6 marking options (pg 23)
2 - short turret mount ends zinc-plated philslot BHMS) RC - retaining clips (pg 16)
3 - screw terminal 4 - insulator base, 04 - brass, nickel-plated,

#6-32 screw top barrier ends philslot BHMS #8-32

& bottom) 9 - insulator base *34 - #6-32 nickel-plated brass
4 - stud (#8-32 screw mount ends philslot BHMS

top, #6-32 stud

bottom) *Note: 34 screws only
15 - double stud (#6-32 “available with 3 terminal style.

stud top & bottom)

1C360 Copper alloy (bright tin plate)

A38 Terminal Styles Wire ready screws standard Inches (Millimeters)
0.55 _— 0.59 0.67
(14.0) r»‘ ‘F T (15.1) (17.0)
0.031 0.062 T
| |- T ©79 (158 g . o ]— T [P T
0.031 0.110 0.031 0.062 0031  0.250
©79) (280 ©79)  (1:58) 0.79)  (6.35)
1 2 7 9
Handwired Printed Circuit Extended Pin 0.250” QC
B38 Terminal Styles
#6 - 32 SCREW ‘ ‘
| ‘ B | /R 5 . i
| o
R nE . v (5.3)
11.6
_ 0.58
76, ‘« } (0.46) 4‘ ‘ ‘Fme } ‘ 4.8)
0.30) | 6.4 f (0.18) 6.8 ‘
.6 (0.25) (0.27) | #6 - 32 SCREW 4632 NUT | [
(0.18) ~
1 2 3 4 5
Long Turret Short Turret Screw Terminal Stud Double Stud

04 07 34 92 94

~ Standard Brass Steel SEMS Nickel-Plated Brass Slotted, Slotted,
Zinc-Plated Steel Nickel-Plated Zinc-Plated Philslot BHMS Zinc-Plated Steel Nickel-Plated Brass

For additional product information, visit www.cooperbussmann.com/magnum 19
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Terminal Blocks:
Single & Double Row

Terminal Blocks:
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Terminal Blocks - Single Row Ml\‘ GNUM

A481307

Series A4000 & Series B4000
Single Row Terminal Blocks

SPECIFICATIONS

Rating: See table.

Center Spacing: 0.562” or 9/16” (14.28mm)

Wire Range: See rating table.

Screw Size: #8-32 or #10-32 zinc-plated slotted
screws

Torque Rating: #8 screw size 16 Ib-in.; #10 screw size
20 Ib-in.

Distance Between Barriers: 0.47” (11.9mm)
Operating Temperature: 105°C (221°F) max., -40°C
(-40°F) min. A40110407
Molded Material: Black, UL Rated 94V0 Thermoplastic

Hardware: Bottom studs supplied with nuts assembled.

B484304

Cup washers are optional on bottom studs but are not A4000 Series Dimensions - in (mm)

recommended with ring terminals.

Extended Hex Nuts: Optional extended, slotted hex nuts 0.562 _| < 5| «?%3;)

enable easier installation and removal with hex wrench or (14.27) ’

screwdriver. Available in bulk for the #10-32 studs on P | R = ?/ | i A +

Series A4953 blocks. Specify part number F582 and ) @ @ g @ @ D) i

quantity. == == 0.21

Breakdown Voltage: 6100V < A ‘ ooy 63

Agency Information: UL File E62622, CSA File 47235; B -

CE Certified ﬁ

RATING TABLE #8-32 or #10-32 THD’S
Part Terminal Terminal Wire* Ratings* }

Number Top Bottom Range CU Volts/Agr]nps ?7'%1) & 105

A4003XX # 8Screw #8 Stud 8-16 AWG  150V/50A v (26.7)

A4011XX # 8 Screw Solder 10-16 AWG 600V/35A

A4013XX # 8 Screw Solder 10-16 AWG  600V/35A N I 1T/ATT T T 0.57

A4021XX # 8Screw 0250 QC  10-16AWG  600V/35A ossainsl <’/ Ll L Ll (14.5)

A4035XX # 8 Screw Closed 8-16 AWG 600V/50A (9.1)

A4041XX #10 Screw Solder 10-16 AWG 600V/35A

A4043XX #10 Screw Solder 10-16 AWG 600V/35A

A4051XX #10Screw 0.250QC  10-16 AWG 600V/35A

A4803XX  #10 Screw #8 Stud 8-16 AWG  150V/50A Note: Above unit supplied with nuts

assembled. Cup washers are optional.

A4813XX  #10 Screw SolderTurret 10-16 AWG 600V/35A
A4843XX #10 Screw #8 Screw 8-16 AWG 150V/50A
A4953XX  #10Stud  #10 Stud 8-16 AWG 150V/50A
B4843XX #10 Screw #8 Screw 8-16 AWG 600V/50A

* All models 30A Max. with 10 AWG; 1
35-50A ratings with 8 AWG using ring or fork type terminals. oPtlonaI CuP Washers
Note:  50A rating achieved with #8 copper wire crimped to ring terminal. Assembled

Available on A4003, A4803,
Poles A (in.) B (in.) A4843, A4953 & B4843.

Mount Centers Length =~ cup
2 1.69 2.12 WASHERS
3 2.25 2.68
4 2.81 (3328
5 3.37 .8 i
6 393 236 Reference Panel Cutout for 6 Position Block
7 4.50 4.93
8 5.06 5.34 0.20 DIA.
9 5.62 6.05 &1
10 6.18 6.61
11 6.74 717
12 7.31 7.74
13 7.87 8.30
14 8.43 8.86
15 8.99 9.44
16 9.55 9.98
17 10.12 10.55
18 10.68 11.11
* Dimensions in inches. To convert to millimeters, multiply by 25.4.

|
20 For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

Series

A4 - standard

Terminal Style

11

00 - screw top; stud bottom
01 - screw top; solder bottom
02 - #8 screw top; 0.250" QC bottom

Base/End Poles
*1 - flat base/ 021018

mount end
3 - insulator base-

Screw Options

1

Blank - std. screw
00 - screws shipped bulk
04 - brass nickel-plated

COOPER Bussmann

Part Numbering System

Options

11

A1to A9 - 0.250" QC
TCW - cup washer (pg 20)
J301 - flat slip-on jumper

Moy 3jqnoq %3 9|6uls

1S)90]g [eUILLIaL

B4 - barrier 03 - screw top only (not available 07 - steel SEMS zinc (2 position only)
(only 04 - #10 screw top; solder term. b. in 03 plated (not available L1 to L6 marking options (pg 22)
available 05 - #10 screw top; 0.250" QC bottom terminal style) with hardware options; S1 & S2 - solder lugs/flat
in 84 80 - screw top; stud bottom /mount end not available on A4003,
terminal #10-32 top, #8-32 bottom 5 - closed base/ A4803, A4813, A4843,
style) insulated base mount end B4843) =l
81 - screw top; solder turret bottom (available =]
#10-32 in 03 s
84 - screw top; screw bottom #10-32 terminal ‘;
95 - stud top; stud bottom #10-32 only) + Available only on A4003, A4803, e
*Available in 01, 02, 04 & 05 terminal style only. A4843, A4953 & B4843. o

Terminal Styles

Inches (Millimeters)

#8-32 or #10-32 SCREW #8-32 or #10-32 SCREW

w

S g
8 =
=
0 =
0.94 FE
(23.9) H ; ! H ‘ ; e =
1.99 ) T | (35.8) 2 L T | (35.8) § 8
(50.6) =)
L Lo L i =

| ( 0.04 | 3 043 0.36

o (109 (1.0 (109) ©.1)

A4011XX (#8-32) A4013XX (#8-32)

A4041XX (#10-32) A4043XX (#10-32) S
#8-32 or #10-32 SCREW #10-32 SCREW 5
#8-32 SCREW 5
L s P 2
i 1.5 !
1 O] ©ee) ‘ il 185 =
TiT l@J @7.0) 2
I =4
f & o =
o.oa»“$ 0.59 »‘ Fo.zso X ! =
(0.8) (150) (6.35) #8-32 HEX NUT 0.41 0.36
’ (10.4) ©1)
A4021XX (#8-32) A4035XX A4803XX A4813XX
A4051XX (#10-32) =
#10-32 STUD =
#10-32 SCREW \ @
T T =
! 1.05 H S D
! 1.55 oo L 1.99 s 5
(39.4) Y T (50.6) =
T S &
U ' i
0.49 v e K =
(. \ I (125 X 0.41 0.94 -~
#8-32 SCREW #10-32 HEX NUT (10.4) (23.9)
A4843XX A4953XX

Jumpers

Solder Lugs

< =3

*S1 J301
(281-J) (J301-J)

Quick Connects Blade Width A = 0.250”. (For other orientations, contact factory.)

spleog papiS-auQ
‘s10)93uu09 abp3

0.56 (14.3)

*$2
(282-J)

CERITEVETE
aoueldwo?

*Not available for A4843

For additional product information, visit www.cooperbussmann.com/magnum 21




Terminal Blocks - Single Row MAGNUM

All Series Marking Options
Single Row Terminal Blocks

Marking Options & Accessories

Standard Marking

Terminal Blocks:
Single & Double Row

Markings are applied directly to the sides of Series 1000, 2000, 3000, Blocks to be marked on both sides require a different code for

and 4000. Standard characters are white and 1/8” high. Factory may each side. Example: “L1” on one side of the block requires “L2”

substitute 3/32” high characters. on the other side to ensure common terminal marking. Specify by
Standard adding suffix to part number.

marking

this side !
—

EuroMag Series

L1 L2 L3 L4 L5 . Le
Upright Numerals Upright Numerals Left Lying Numerals Right Lying Numerals Upside-Down Numerals Upside-Down Numerals
Left to Right Right to Left Left to Right Right to Left Right to Left Left to Right

Special Marking

Special markings are available for Series 1000, 2000, 3000, 4000 &
5000 at an additional charge for preparation. Production charges for
setup, handling and marking are the same as for standard marking
and the same quantity discounts apply. Consult factory for price and

Base & Rail Mount

“
=
o
=
o
s
=
£
]
-

s .

=] delivery.

L=

-

=

=

g Options LT1 - LT6
5 Top Marking

= Closed Barrier Terminal Block Marking Options For high visibility in tight packages.
(=]

[

L1 & LT1 = Upright numerals, numbered from left to right
L2 & LT2 = Upright numerals, numbered from right to left

L3 = Left lying numerals, numbered from left to right

L4 = Right lying numerals, numbered from right to left
L5 & LT5 = Upside down numerals, numbered from right to left
L6 & LT6 = Upside down numerals, numbered from left to right

Wire Management
Products

Marker Strips Options L1 - L6
Regular Marking
Black marker strips with white numerals mount beneath the terminal
blocks to clearly identify terminal and wire positions. Available with

forward or reverse markings, top or bottom of strip. If special

g § markings are required, submit a drawing.
=]
2 3
g%
o P
D O
= —
w o
Bottom Forward - BF Top Forward - TF Bottom Reverse - BR Top Reverse - TR
Series Base Poles Marking
e Mis|_| _ 1 1
Q@
_:_3 § MS1 - 1000 Series 1 - mount end, feed thru 02 to 36 BF - bottom forward
E- > MS2 - 2000 Series 2 - barrier end, feed thru TF - top forward
S 'é::': MSS3 - 3000 Series 3 - mount end, insulator tubes BR - bottom reverse
= 4 - barrier end, insulator tubes TR - top reverse

5 - mount end, non feed-thru

22 For additional product information, visit www.cooperbussmann.com/magnum




Terminal Blocks - Single Row

COOPER Bussmann

All Series Accessories
Single Row Terminal Blocks Continued

:$)}00]g [BUIWLIAL

Cover Options - Single Row

Terminal Block Covers Standard Cover Markings
Top Forward - TF

L
=
=
-]
0
o
]
c
=
(1]
=
S
=

Available for Series A1000, A2000, A3000, A4000, CB2000, CB3000,

LP2000, & LP3000.

Three styles of UL 94V0 thermoplastic covers are offered in black. Covers

are ordered separately and supplied with two clips each, unless ordered

without clips. Optional markings may be specified (black on yellow; white

on black). Bottom Forward - BF
Skirted Access Side

Top Reverse - TR

Notes: Covers can not be used with: ® mounting plate options MP & MT.
e certain quick connect terminals.
* 0, 6, & 9 base/end styles on A2 or A3

Bulk Cover Clips: Series 1000 = CC1-J; Series 2000 & 3000 = CC2-J;
Series 4000 = CC4-J.

saliag Heyoing

Bottom Reverse - BR
Skirted Access Side

Junolj |iey g aseg
:S)90]g [euIIaL

-
= Q
Cover Options Cover Options Cover Options g
BB & CB BO & CO BC & TC =
Skirted access 3 ; Skirted access Open access S
on both sides. on one side only. on both sides. 2..
. . . g
Cover Series Poles Markings Options =1
(=]
1 _ 1 1 1 i}
BB - skirted access, both sides, black 1-1000 02 to 36 BF - bottom forward 00 - without clips
BO - skirted access, one side, black 2 -2000 TF - top forward
BC - open access, both sides, black* 3 - 3000 BR - bottom reverse
* Not available in 4000 Series 4 - 4000 TR - top reverse

sjanpoid
Juawabeuepy anm

Snap-0On Covers for A38/B38/F38 Series & CB2/CB3 Series

A38/B38 Series CB2/CB3 Series

spJeog papis-auQ
‘s10)99uu09 abp3

Poles

Poles

= DD A38 Series @ = DD CB2 Series
- DD B38 Series @ - DD CB3 Series
El = DD F38 Series

(<)
29
= 3
mt}
a:
gh’
®
&8
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Terminal Blocks:
Single & Double Row

Terminal Blocks:

Power Distribution

Wire Management
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Terminal Blocks - Filtered

F38 Series Filtered Terminal Blocks

SPECIFICATIONS

Ratings: 35A, 240Vac, 300Vdc.

Center Spacing: 0.437" or 7/16" (11.10mm)

Wire Size: # 10-22 AWG CU

Screw Size: # 8-32 (# 6-32 available, consult factory)
Torque Rating: 15 Ib-in.

O